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Thermo E+ 200/320   
Lightweight with silent power for a wide range of application

Thermo E+ heaters are engineered to ensure optimal prestart 
operating temperatures for heavy-duty diesel engines, 
significantly contributing to reduced cold-start wear, extended 
engine life, and longer maintenance intervals. 
By pre-conditioning the engine, the heaters support efficient 
combustion and lower emissions from the moment of ignition. 

During standby phases, Thermo E+ units maintain a stable 
and comfortable climate independently of the main engine, 
minimizing fuel consumption and environmental impact. 

Whether deployed in public transit or long-distance coaches, 
Thermo E+ heaters deliver rapid and reliable interior heating, 
creating a pleasant environment for both drivers and 
passengers. Even in extreme weather conditions, the system 
ensures consistent thermal comfort without compromising 
engine efficiency. 

Advantages at a glance: 
	� Low fuel consumption thanks to high efficiency
	� Savings in fuel consumption also thanks to low 

heater weight
	� Suitable for alternative fuels according 

to DIN EN 15940
	� Fuel savings due to external control of the 

circulation pump
	� Emission values significantly below current 

standards
	� Noise emission optimized
	� Powerful even in cold areas up to -40 °C
	� High safety standards due to temperature 

sensors and self protection function
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Model overview Thermo E+ 200 Thermo E+ 320
Diesel

ECE approval number ECE R122 (​heating) E1 00 0540 E1 00 0541
ECE approval number ECE R10 (EMC) E1  05 8344
Heating capacity (kW) 20 32
Fuel consumption (kg / h) 2.0 3.2
Nominal voltage (V) 24
Voltage range 20.5 – 30
Rated power consumption  
without coolant pump (W)

55 110

Fuels* Diesel DIN EN 590
B100 FAME DIN EN 14214

Paraffinic fuel (HVO / GTL) DIN EN 15940
Operating temperature range (°C) -40 to +85
Dimensions L x W x H (mm) 593 x 249 x 224
Weight (kg) 16.5 17.3
Coolant pump U4814/Aquavent 5000
Volume flow against 0.2 bar (l / h) 5,000
Dimensions L x W x H (mm) 229 x 100 x 105
Weight (kg) 2.1
Coolant pump U4854/Aquavent 5000 S
Volume flow against 0.2 bar (l / h) 5,000
Dimensions L x W x H (mm) 249 x 100 x 105
Weight (kg) 2.2
Coolant pump U4856/Aquavent 6000 SC
Volume flow against 0.4 bar (l / h) 6,000
Dimensions L x W x H (mm) 229 x 110 x 115
Weight (kg) 2.5
Coolant pump U 4855/Aquavent 6000C
Volume flow against 0.4 bar (l / h) 6000
Coolant pump SPump 260
Volume flow against 0.5 bar (l / h) 6000

Technical data

* Information about further fuels on request.

Specialty 
vehicles

Truck Light  
vehicles

Bus Off-Highway


